Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region 413/20 3/27/20 | Difference |  4/5/19 Zﬁf:;‘; 416118 Zﬁf:;‘; 413120 45119 Zﬁf:;;
Refiner Net Production
Finished Motor Gasoline’ ................ 1,205 1,387 -182 1,665 -27.6 1,683 -28.4 1,389 1,629 -14.7
East Coast (PADD 1) .. 39 50 -12 61 -36.3 48 -18.6 54 62 -12.5
Midwest (PADD 2) .... 268 294 -27 356 -24.9 371 -27.8 296 355 -16.6
Gulf Coast (PADD 3) ... 641 813 -173 946 -32.3 985 -35.0 787 944 -16.6
Rocky Mountain (PADD 4) .... 128 134 -5 166 -22.9 157 -18.4 154 161 -4.2
West Coast (PADD 5) ... 130 96 34 135 -3.8 122 6.3 98 108 -8.9
Reformulated ................. 24 27 -3 37 -35.4 45 -47.1 33 36 -10.1
Blended with Ethanol 24 27 -3 37 -35.4 45 -47.1 33 36 -10.1
Other 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional 1,181 1,360 -179 1,628 -27.4 1,638 -27.9 1,357 1,593 -14.8
Blended with Ethanol 315 346 -31 478 -34.2 428 -26.6 402 492 -18.3
Ed55 and Lower ..... 315 346 -31 478 -34.2 428 -26.6 402 492 -18.3
Greater than Ed55 . 0 0 0 0 -50.0 0 -50.0 0 0 -50.0
Other .... 867 1,015 -148 1,150 -24.6 1,210 -28.4 955 1,101 -13.2
Distillate Fuel Oil .. 4,955 4,937 18 5,006 -1.0 5,231 -5.3 4,839 4,910 -1.4
15 ppm sulfur and Under . 4,740 4,627 113 4,612 2.8 4,885 -3.0 4,553 4,537 0.3
> 15 ppm to 500 ppm sulfur . 111 106 5 143 -22.2 49 126.7 119 131 -8.6
> 500 ppm sulfur .. 104 203 -99 251 -58.5 297 -65.0 166 242 -31.1
Kerosene .................. 8 9 -1 0 1,894.9 4 86.3 14 5 178.9
Kerosene-Type Jet Fuel . 872 1,128 -255 1,722 -49.3 1,765 -50.6 1,263 1,733 =271
Residual Fuel Oil 164 230 -66 302 -45.7 345 -52.5 245 322 -24.0
Blender Net Production

Finished Motor Gasoline' ... 4,620 5,534 -914 8,458 -45.4 8,304 -44 .4 6,628 8,384 -20.9
East Coast (PADD 1) 1,667 2,035 -368 3,210 -48.1 3,062 -45.6 2,474 3,219 -23.2
Midwest (PADD 2) 1,186 1,456 -270 2,163 -45.2 2,121 -44.1 1,721 2,140 -19.6
Gulf Coast (PADD 3) ... 886 1,082 -196 1,418 -37.5 1,487 -40.4 1,192 1,386 -14.0
Rocky Mountain (PADD 4) . 81 98 -18 153 -47.5 151 -46.6 118 151 -22.0
West Coast (PADD 5) 800 863 -62 1,514 -47.1 1,483 -46.0 1,123 1,488 -24.5
Reformulated 1,570 1,800 -230 3,211 -51.1 3,118 -49.7 2,336 3,186 -26.7
Blended with Ethanol 1,570 1,800 -230 3,211 -51.1 3,118 -49.7 2,336 3,186 -26.7
Other .......... 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional . 3,050 3,734 -684 5,247 -41.9 5,186 -41.2 4,292 5,198 -17.4
Blended with Ethanol 3,100 3,801 -701 5,407 -42.7 5,363 -42.2 4,411 5,362 -17.7
Ed55 and Lower ..... 3,098 3,796 -698 5,403 -42.7 5,359 -42.2 4,406 5,357 -17.8
Greater than Ed55 . 2 5] -3 3 -37.0 4 -48.1 5] 4 11.6
Other .............. -50 -67 17 -159 -68.7 -177 -71.8 -119 -164 -27.5
Distillate Fuel Oil ..... 27 29 -2 32 -13.6 24 11.6 29 30 -0.2
15 ppm sulfur and Under . 27 28 -1 26 1.6 15 72.3 28 23 22.3
> 15 ppm to 500 ppm sulfur . 6 6 0 11 -48.1 10 -43.0 10 10 -4.6
> 500 ppm sulfur .. -5 -5 0 -5 -8.1 -1 585.0 -9 -4 119.4
Kerosene .... 0 0 0 0 91.7 1 -93.8 0 0 182.7
Kerosene-Typ! 0 1 -1 0 0.0 0 0.0 2 0 0.0

~~ = Not Applicable.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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